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NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER PROJECT DOCUMENTS AND ELECTRICAL

SERVICES SPECIFICATION.
2. CABLE AND CIRCUIT BREAKERS SIZES AND SETTINGS ARE SHOWN FOR INFORMATION AND SHALL BE

VERIFIED BY CONTRACTOR ACCORDING TO THE FINAL EQUIPMENT SELECTION.
3. MODEL OF EQUIPMENT IS SHOWN FOR INFORMATION ONLY
4. THE SCHEMATIC SOLUTION IS TO BE APPROVED BY LOCAL ELECTRICAL ENERGY SUPPLIER

ПРИМЕЧАНИЯ:
1. ДАННЫЙ ЧЕРТЕЖ ЧИТАТЬ СОВМЕСТНО СО ВСЕМИ ДРУГИМИ ПРОЕКТНЫМИ ДОКУМЕНТАМИ И

СПЕЦИФИКАЦИЕЙ ПО ЭЛЕКТРИЧЕСКИМ СИСТЕМАМ.
2. СЕЧЕНИЯ КАБЕЛЕЙ И УСТАВКИ АВТОМАТИЧЕСКИХ ВЫКЛЮДЧАТЕЛЕЙ УКАЗАНЫ ДЛЯ ИНФОРМАЦИИ И

ДОЛЖНЫ БЫТЬ СКОРРЕКТИРОВАНЫ ПОДРЯДЧИКОМ В СООТВЕТСТВИИ С ОКОНЧАТЕЛЬНО ВЫБРАННЫМ
ЭЛЕКТРОПРИЕМНИКОМ.

3. ТИП ОБОРУДОВАНИЯ УКАЗАН ДЛЯ ИНФОРМАЦИИ.
4. СХЕМА ДОЛЖНА БЫТЬ СОГЛАСОВАНА С МЕСТНЫМ ПОСТАВЩИКОМ ЭЛЕКТРОЭНЕРГИИ
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