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Lift-up chip conveyor (Opt)

Chip bucket (Opt) 

Table dia.

Door front 
opening width Dimensional Drawing of No. 40/50 

32-/48-Tool ATC Magazine 

Any technical information is subject to change without notice. 
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Height above FL: 400 or 2,200 mm 
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Note: Only when equipped with 
48-tool MG 

Visual outline of MG cover 

1) Provide dimensional allowance to ensure a space for maintaining this machine. 
2) Make sure that there is no obstacle to achieve your intended use of this machine 

after examining the relationship between this machine and the peripheral devices in
accordance with the dimensional drawing. 

3) The height of the top of this machine above the floor level is approximately 3,435 
mm. Check the height relative to the length below the beam of the crane. 

C-axis table cooler (Opt) 

Hydraulic unit 

Concentrated 
lubrication unit 

Spindle lubrication 
unit 

Spindlehead cooler 

Concentrated tank for cooler 

Air intake port: Height 715 mm, Rc3/8 female 
Capacity requirement: 500L/min (ANR) 0.5 MPa or more
Supply air temperature: Up to 5ºC or higher than room 
temperature 
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7.0-MPa through-spindle coolant 
unit (Opt)
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1.5-MPa through-spindle coolant 
unit (Opt)

<Main specifications> 
- No. 40/50, 32/48-tool ATC MG 
- Floor type lift-up conveyor (Opt) 
  H750 [*H1000] 
- Chip bucket (Opt) 
- 1.5-/7.0-MPa-through-spindle coolant unit (Opt)

5-Axis Control Vertical Machining Center

Y-axis travel 

Unit: mm 
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